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ASSEMBLY NO. 
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PROTECTION TUBE MATERIAL 

A = Alumina (3,000°F - 3,200°F) 
M = Mullite (2,700°F - 2,800°F) 
S = Silicon Carbide (2,800°F - 3,000°F) 
L = LT-1 Metal Ceramic (2,700°F –2,500°F) 

CALIBRATION 

K = Chromel®/Alumel® 

R = Pt-13% Rhodium/Pt 100% 
S = Pt-10% Rhodium/Pt 100% 
B = Pt-30% Rhodium/ 
B = Pt-6% Rhodium   

TUBE DIAMETER 

OUTER  INNER 
  1 = 3/8”    1/4” 
  2 = 7/16”   5/16” 
  3 = 1/2”    3/8” 
  4 = 11/16”   7/16” 
  5 = 3/4”    1/2” 
  X = Special 

PROTECTION HEAD  

A = Cast Aluminum 
 I  = Cast Iron 

JUNCTION TYPE 

PROCESS MOUNTING 

0 = None 
1 = 1/2” NPT  
2 = 3/4” NPT  
3 = 1” NPT  
4 = 1 1/4” NPT  
X = Special 

Ceramic Protection Tube Thermocouple  
CT Style 

U = Ungrounded       I  = Ungrounded Isolated 

SINGLE ELEMENT DUAL ELEMENT 

INSULATING MATERIAL 

A = Al2O3   Hard Fired Insulator (3,000 °F - 3,200°F) 
M = Mullite Insulators for Type “K” (2600°F - 2700°F) 

1 = 20 AWG (0.032”)  
2 = 24 AWG (0.020”)  
3 = 14 AWG (0.064” ) 
4 = 08 AWG (0.125”)  

THERMOCOUPLE ELEMENT 

PROTECTION TUBE LENGTH “U” 

01 to 60 (whole inches) 
Consult factory for lengths over 60” 

SPECIAL REQUIREMENT 

If required, enter “X” 
and Consult Factory 

“U” 

 HIGH TEMPERATURES UP TO 4,000°F 

 ‘R’ &‘S’ AVAILABLE IN ±0.1% OF READING 

 ‘B’ AVAILABLE IN ±0.5% ONLY 

 CALIBRATED PROBES AVAILABLE TRACEABLE TO NIST 

http://www.thermx.com/temperature_sensor_selection/Thermocouple_Probes.htm
mailto:sales@thermx.com
http://thermx.com/

