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Hex Bolt THERMOCOUPLE Probe
HB Style 

ASSEMBLY NO. 

HB 3 

BOLT LENGTH “S” 

18 = 1/8” 
38 = 3/8” 
14 = 1/4” 
12 = 1/2” 
XX = Special 

BOLT MATERIAL 

3 = 18-8 SS

LEADWIRE LENGTH “L” 

01 to 99 (whole feet) 

TERMINATION 

S = 2” Split Leads 
L = 2” Split Leads w/Spade Lugs 
P = Standard Male Plug (400°F) 
J = Standard Female Jack (400°F) 
M = Miniature Male Plug (400°F) 
F = Miniature Female Jack (400°F) 
X = Specify Connector Housing 

SPECIAL REQUIREMENT 

If required, enter “X” 
and Consult Factory 

 IDEAL FOR SURFACE & PLATEN TEMPERATURES
 QUICK TURNAROUND ON MOST CONSTRUCTIONS
 24 AWG LEAD WIRES
 SPECIAL LIMITS OF ERROR MATERIAL

BOLT SIZE BOLT SIZE 

1 = 8 - 32 
2 = 10 - 32 
3 = 1/4 - 20 
X = Special 

“L” “S” 

CALIBRATION 

K = Chromel®/Alumel® 
J = Iron/Constantan® 
T = Copper/Constantan® 
E = Chromel®/Constantan® 

JUNCTION TYPE 

G = Grounded
U = Ungrounded

LEADWIRE INSULATION 

T = Teflon® Solid (500°F)
N = Teflon® Stranded (500°F)
F = Fiberglass Solid (900°F) 
G = Fiberglass Stranded (900°F) 
X = Special
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