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CUSTOM WELD IN THERMOWELLS 
TW Style Tapered  CUSTOM BUILT TO CLIENT DRAWING & SPECIFICATION 

 OTHER MATERIALS AVAILABLE: BRASS, HASTELLOY C®, MONEL, ETC.

 STANDARD BORE IS 0.260” & 0.385”

0 0 

“U” DIMENSION 
INSERT LENGTH (INCHES) 

01 to 99 (whole inches) 

THERMOWELL STYLE 

6 =  Weld In Tapered 

“U” DIMENSION INSERT LENGTH 
(FRACTIONAL INCHES) 

0 = 0”
1 = 1/4”
2 = 1/2”
3 = 3/4”

“P” PIPE SIZE 

MATERIAL 
3 = 316 SS
4 = 304 SS 
6 = Alloy 600

7 = 310 SS®

X = Specify

BORE 

1 = 0.260” 
2 = 0.385” 

SPECIAL REQUIREMENT 
If required, enter “X” 
and Consult Factory 

"U"

1/2" NPT 0.625"

0.25"

6 0 

"P" 

Probe Length

1.75"

 1 = 3/4” NPT (1.05")
2 = 1” NPT (1.315")    

Bore Dia.

ASSEMBLY NO. 

TW
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