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Validation Thermocouple 
VT Style 

 IDEAL FOR STEAM STERILIZERS, -80°C FREEZERS, & DRY OVENS 

 FEP TEFLON® (200°C)  INSULATED ( ±0.3°C at 121°C) 

 KAPTON® (300°C) INSULATED ( ±0.5°C or ±0.4% OF READING) 

 22 AWG & 28 AWG STRANDED TYPE “T” 

SPECIAL REQUIREMENT 

If required, enter “X” 
and Consult Factory 

ASSEMBLY NO. 

CALIBRATION 

T = Copper/Constantan® 

WIRE GAUGE SIZE 

6 = 22 AWG Stranded (7 x .010”) 
8 = 28 AWG Stranded (7 x .005”) 

LEADWIRE LENGTH “L” 

01 to 99 (whole feet) 
Consult factory for lengths over 99’ 

JUNCTION TYPE 

E = Exposed 
C = Teflon® Encapsulated 

LEADWIRE INSULATION 

T = FEP Teflon® (200°C )     (Autoclaves/-80°C Freezers) 
K = Kapton® (300°C)            (Dry Ovens)  

Kapton only available in 22 AWG Stranded (Special Limits Accuracy). 
22 AWG FEP Teflon (±0.3 °C at 121 °C) 
28 AWG FEP Teflon only available in Special Limits Accuracy. 

T VT   0 0  0         

TERMINATION  

S = 2” Split Leads 
P = Standard Male Plug (200°C) 
M = Miniature Male Plug (200°C) 
(Wire Clamps Available) 

TEFLON® CAP 

KAPTON® EXPOSED 

“L” 

“L” 

http://www.thermx.com/temperature_sensor_selection/Thermocouple_Probes.htm
mailto:sales@thermx.com
http://thermx.com/

