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Industrial Sanitary Cap RTD 

SH Style 

 SHOWN WITH WHITE POLYPROPLENE CAP HEAD 

 HIGH POLISHED 316 SS SHEATH & SANITARY CAP 

 RATED TO 200 °C (400 °F) 

 DIN CLASS ‘A’ WIRE WOUND ELEMENTS —  0.00385 ALPHA  

ASSEMBLY NO. 

D SH      3    0 0    

SHEATH LENGTH “S” 

01 to 12 (whole inches) 

SHEATH MATERIAL 

3 = 316 SS Tube Style 

PROTECTION HEAD  

A = Cast Aluminum 
V = White FDA Polypropylene NEMA 4X 
Z = Stainless Steel NEMA 4X  

SPECIAL REQUIREMENT 

If required, enter “X” 
and Consult Factory 

SHEATH DIAMETER 

7 = .250”  
8 = .188” 

ELEMENT TYPE 

D = Wire Wound RTD 
        100 Ω Platinum     

SANITARY CAP  

A = 1 1/2” 
B = 2” 
C = 2 1/2” 
D = 3” 
X = Other  

CIRCUIT TYPE 

      3 =  3-Wire  

      4 =  4-Wire  

SINGLE ELEMENT  

“S” “3” 
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