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Surface Thermistor Probes 

SR Style 

 LOW COST SURFACE THERMISTOR PROBES 

 0.1°C & 0.2°C INTERCHANGABLE THERMISTORS 

 CUSTOM DESIGNS AVAILABLE 

ASSEMBLY NO. 

STYLE TYPE 

1 = Flag Lug Probe 
2 = Stainless Steel Cup Probe (0.375” Dia. X 0.120” Thick) 
3 = Ring Lug Probe 
X = Custom 

Y SR   0 0  0 2        

LEADWIRE LENGTH “L” 

01 to 99 (whole feet) 

ELEMENT TYPE SPECIAL REQUIREMENT 

If required, enter “X” 
and Consult Factory 

STAINLESS STEEL CUP PROBE 

FLAG LUG PROBE 

RING LUG PROBE 

CIRCUIT TYPE 

      2 = 2-Wire        

SINGLE ELEMENT  

TERMINATION  

S = 2” Split Leads 
L = 2” Split Leads w/Spade Lugs 
P = Standard Male Plug (400°F) 
J = Standard Female Jack (400°F) 
M = Miniature Male Plug (400°F) 
F = Miniature Female Jack (400°F) 
X = Specify Connector Housing 

LEADWIRE INSULATION 

P = PVC  (220°F) 
T = Teflon®  (400°F - 500°F) 
X = Special 

Y = Specify Thermistor         
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