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CERAMIC INSULATOR BEADED Wire Thermocouple 
CI Style

 QUICK TURN AROUND

 24 AWG and 20 AWG WIRE AVAILABLE

 SPECIAL LIMITS OF ERROR MATERIAL

“S” “L” 

LEADWIRE LENGTH “L” 

01 to 99 (whole feet) 

ASSEMBLY NO. 

CALIBRATION 

SHEATH DIAMETER 

5 = 0.125”
4 = 0.093"

7 = 0.250”
8 = 0.188”

LEADWIRE INSULATION 

TERMINATION 

CI A

SHEATH LENGTH “S” 

01 to 18 inches

JUNCTION TYPE 

INSULATOR MATERIAL

SPECIAL REQUIREMENT 

If required, enter “X” 
and Consult Factory 

K = Chromel®/Alumel® 
J = Iron/Constantan® 
T = Copper/Constantan® 
E = Chromel®/Constantan® 

E =  Single Exposed
D = Dual Exposed

S = 2” Split Leads 
L = 2” Split Leads w/Spade Lugs 
P = Standard Male Plug (400°F) 
J = Standard Female Jack (400°F) 
M = Miniature Male Plug (400°F) 
F = Miniature Female Jack (400°F) 
(Wire Clamps Available) 

T = Teflon® Solid (500°F) 
F = Fiberglass Solid (900°F)  
B = Fiberglass Solid w/SS Overbraid (900°F) 
X = SpecialDual Junctions available in 0.125" diameter and larger only.

A = Alumina Hard Fired 
       Insulator (2800 °F) 
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