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Metal Protection Tube Pipewell Thermocouple 
IT Style 

 ALL HEX FITTINGS ARE MADE OF 316 SS

 FITTINGS ARE  WELDED  TO PIPEWELL

 MANY MOUNTING COMBINATIONS AVAILABLE

 SPECIAL LIMITS OF ERROR MATERIAL

ASSEMBLY NO. 

IT 

PROTECTION TUBE LENGTH “U” 

01 to 60 (whole inches) 
Consult factory for lengths over 60” 

CALIBRATION 

PROTECTION TUBE SIZE 

1 = 1/2” NPT 
2 = 3/4” NPT 

PROTECTION HEAD 

A = Cast Aluminum 
 I  = Cast Iron 

PIPE SCHEDULE 

4 = 40 
8 = 80 

PROCESS MOUNTING 

0 = None 
1 = 3/4” NPT Welded Bushing 
2 = 1” NPT Welded Bushing 
3 = 1 1/4” NPT Welded Bushing 
X = Special 

SPECIAL REQUIREMENT 

If required, enter “X” 
and Consult Factory 

K = Chromel®/Alumel® 
J = Iron/Constantan® 
T = Copper/Constantan® 
E = Chromel®/Constantan® 
N = Nicrosil®/Nisil® 

PROTECTION TUBE MATERIAL 

1 = 310 SS 
3 = 316 SS 
6 = Alloy 600 
X = Special 

JUNCTION TYPE 

D = Grounded G = Grounded 
U = Ungrounded
E = *Exposed But Weld
         8 AWG (K Only)

 I = Ungrounded Isolated 

SINGLE ELEMENT DUAL ELEMENT 

THERMOCOUPLE 

7 = .250” 
9 = .375” 

“S” 2.0” 

E = 8 AWG
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